
 

 

PalisafeTM :  Site Information / Fence Configuration 
 
Please provide the information required for quotation and supply of Palisafe TM fencing system. An example of the information required is provided in our brochure available on the website  
 

Site Plan :  
 
 
 
 
 
 
 
 

Fence Configuration : 
 

Fence Application  ☐ Rail 
Platform  

☐ Power  ☐ Other (specify)   

Total Fence Run   metres   
Type of Fence 
 

☐ Picket (PGP) 
☐ General purpose (GP) 

☐ Special purpose (SP) 

Height of fence :-     
If Picket: ☐ 1.2m ☐ 1.5m   
If General Purpose: ☐ 1.8m ☐ 2.1m ☐ 2.4m ☐ 2.7m  
If Special Purpose: ☐ 3.0m ☐ 3.6m  ☐ Other (specify) : 
Pale Type : ☐ Std ☐ ‘W’ ☐ Tube  
Pale Top Finish: ☐ Point ☐ Round ☐ Flat ☐ Other :  
Colour :- ☐ Grey ☐ Green ☐ Black ☐ White 
 ☐ Other (specify) : 

 

Qty of Standard 
Panels : 

 (All Picket and GP fence is 2.6m Wide / Effective 2.7m with Post) 
(SP30 width is 2m and SP36 is 1.5m wide) 

Non standard 
Panels 
 

Width : 
 

Qty : 
 

Width : 
 

Qty : 
 

Post Type / Qty : 
Passthrough (std) 
End Post 
Corner  
Gate Posts 

Buried : 
 
 

QUICKfoot:  Non Standard Lengths: 
 
 
 
 

Gates 
Single (0.9-1.5m) 
Double (1.5-5m) 
 

Width : 
 

Qty : 
 
 
 

Width : Qty : 

Accessories : 
 

☐ Signage 
☐ Post Lighting 

☐ Anti-burrowing 
☐ Electrification 

Other Information :  
 
 

 

Client Name :   ☐ Existing Customer  
Contact Name:  Contact Tel :  
Site Address :   

 
Post Code :  

    
    

☐ Site Survey 
Required  

 

 ☐ Special Delivery 
Requirements : 

 
 
 

☐ Installation 
Required  

 


